[image: image1.png]Din Rail
Data Lines
T1, 100BASET
RS232,422 485
Muktl data lines
All 420 loops

Matimum Operating Voltage
Typical Leakage Curent
Marimsm Data Rate
Operation Temperahute
Connectors

Lines protected

Dimensions for Din Rail Box
Mounting Fact Width,

Colar of Box (Standard Black)
Weight of Unit

Exceeds All UL Testing

Marimum Susge Current (320uc)
Marimum Susge ¥ altage (1.2X50u)
Capacitance

Clamping Voltage

Clamping Response Time

Current

Voltage

Pass Voltage Tested to ANSUIEEE B3 Impulse
L5t Stage Pawer Dissipation (8x20us)

Ind Stage Series

3td Stage Power Dissipation

Touls

Touls

WWW.STORMINPROTECTION. EOM
E-MAIL: JPEC ORE® EARTHLINK.NET

Specifications - Operating
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One Pound of Solid Protection for
Data lines, 420 miliamp loops, and dry
contactlines. Whete might you find
this uni? | am certain that you would
ot consider this to be a light weight
protector. Between buildings, PLC,
Controls, Waste Water & Water treat-
ment facifities, Seale, Oil rigs, Com-
‘mezcial Satellte Dishes, Communica-
tion Tawers, sepeat blaw out sites
where other surge suppressors have
Failed type environments. The putpose
ofthe seale i, for the firsttime in your
1ife, you ate actually getting your mon-
eys worth. How about a pound of solid
mascle of protection for yous electronic
hardwate,

5 Valts, 16 Vots, 24 Valts, 48 Volts, 2007
<5uAmps

22K, 56K, 128K, 1.5 Mb, 10Mb

0t085¢

Dual Terminal Blocks

1 paits, 2 paits, & 3 pairs

4.57x 3.5 1 125" + (Terminals 1/2’, Ground screw 1/27)
3125

Black or White

Approx. 1 ths. each

Each urit is custom made per application, with UL compo
nents

Specifications - Electronic

000 Amps Total
6000 Votts

<1200pF to 1 2pF depending on Data Rate.

5 Valts, 16 Volts, 24 Valts, 48 Volts, 200 Volts

<5 Nanaseconds

3 ohms, to non Load Bearing, depending on application.
Voltage Sensitive

8 Valts, 13 Volts, 34 Valts, 60 Volts, 238 Volts

5000 Amps pertine

() negative coafficiant resister o 3 ohm inductor
Diodes, 100,000 Volt Amps, 2400 Watts per line.

560 Jouls with al three stages for 22K, 56K, 128K

200 Jouls with two stage for 128K, 1.5Mb, 10 M 100Mb





� HYPERLINK "Stormin Index.doc" ��Click here for Index�                           � HYPERLINK "CatalogP18.doc" ��Click here for Page 18�                           � HYPERLINK "CatalogP20.doc" ��Click here for Page 20�      Page 19








