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120 Volts

 

Current Rating

 

 

 

15 amps

 

AC Outlets

 

 

 

6

-

R15

 

(7) Outlets

 

Operation Temperature

 

 

-

0 to 85 degrees C

 

Protection Modes

 

 

 

P/N, P/G, N/G

 

Maximum Surge Current (8x20us)

 

39,000 Amps Total

 

Maximum Surge Voltage(1.2x50us)20,000 Volts

 

TVSS Device UL 1449 2nd Ed, UL497 A/B, UL1283

 

Clamping Voltage

 

 

130 Volts RMS

 

Clamping Response Time

 

 

1 Nanosecond

 

Maximum Line Amperage 15A@120VAC 60Hz

 

Voltage Transfer to Battery

 

95V/135V 3ms Typical

 

Diagnostics

 

 

 

Yes

 

Operation indicator LED

 

 

Yes

 

Ground Indicator LED

 

 

Yes

 

Audible Alarm

 

 

 

Yes

 

Modem Protection

 

 

Yes

 

Power Dissipation (8x20us)

 

1020Joules/10,806,000VA

 

EMI/RFI Dual

-

Full 3 Stage

 

58dB Down

-

150 kHz

 

Noise Filter UL 1283

 

 

to 100 MHZ

 

Failure Mode

 

 

Fail Safe (Thermal Fusing)

 

 

 

IEEE587 (ANSI C62.41

-

1980)

 

 

Dynamic Clamping Voltages (V Peak at 90 Degrees

 

Impulse Testing

 

 

   P/N

 

    P/G

 

   N/G

 

6000 V@1.2x50us

 

267VPK

 

/275VPK/205V Peak

 

500 A @ 8x20us

 

 

189VRMS/194VRMS/145VRMS

 

ANSI/IEEE Cat. A

 

 

Housing: Fire Retardant plastic, Gray Color, Size inches  9 1/2” 

long, 3 1/2” wide 1 1/4” deep, 1 1/2 lbs. Weight. 15 amp circuit 

breaker. On and off switch. 

 

Connection Method: Space saver 

plugin with 6 ft cord.  RJ11 

Cord,  (w/software) DB 9

 

Stormin’s surge suppressor incorporates state

-

of

-

the

-

art Technology and provides multiple three stage hybrid 

protection for your electronic equipment.  Stormin’s surge suppressor also provides both common and normal 

noise filtration.  The surge protection rating under UL 1449 2nd edition testing at 6000 volts/500 amps ring 

wave test at .5 us x 100kHz is 330 V for L

-

N, L

-

G, N

-

G.  The surge suppressor

 actual performance is far 

superior to the New UL 1449 2nd edition testing, UL 497A, UL497B, UL1283, and UL1778 standard for AC 

plug connected products.

 

Passed the 

UL1449 2nd 

 

edition Testing

 

Designed for the 

professionals in computers, 

telephone, PLC, CCTV  & 

Card Access.

 

 

(1.)  Very flexible, hang it 

on the wall, 1.1/2

 lbs.

 

 

(2.) Safety Receptacle 

covers close to eliminate 

use by others.

 

 

(3.) Receptacles are wide 

enough for power supplies 

or transformers.

 

Example: Optilator, 

CCTV,  Card Access.

 

Stormin Protection Products Inc.

 

10749 63rd Way N.

 

Pinellas Park, FL.  33782

 

Toll Free: 1

-

888

-

471

-

1038

 

Phone: 727

-

548

-

5418

 

Fax: 727

-

548

-

0867

 

http://www.storminprotection.com
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